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Ficha Técnica / Data Sheet / Fiche Technique

    years
Warranty
5

Ref. 742. Cordoba
Colección / Collection / Collection Technical Indoor. PRO Professional

Descripción / Description / Description Perfil de aluminio. 2 metros de longitud
2 meters length aluminium profile
Profilé aluminium 2 mètres de long

Material / Material / Matériau Aluminio Anodizado / Anodized 
Aluminium / Aluminium Anodisé

Colores / Colours / Couleurs Aluminio / Aluminium / Aluminium

Instalación / Installation / Superficie&Colgante  / Surface&Pendant  
/ En Saillie&Suspension

IP 44

Garantia / Warranty / Garantie     years
Warranty
5

  
Aluminium / Metal Components

    years
Warranty
3

  
PC /Plastic Components

Peso / Weight / Poids 1,02 Kg

Cantidad / Pieces / Quantité 1/10

Colores / Colours / Couleurs 742P-01-01  Negro / Black / Noir
742P-01-90  Blanco Tec. / Tec. White / 
Blanc Tec.

Cover. Light Transmission 72% 742D-02 Frosted PC

End Caps Without Hole
(Metal)

742T-01 Aluminio / Aluminium /  
Aluminium
742T-01-01  Negro / Black / Noir
742T-01-90  Blanco Tec. / Tec. White / 
Blanc Tec.

End Caps With Hole
(Metal)

742T-02 Aluminio / Aluminium /  
Aluminium
742T-02-01  Negro / Black / Noir
742T-02-90  Blanco Tec. / Tec. White / 
Blanc Tec.

Mounting Clips 745S-01 Metal

Connector 180º (2 pcs) 745E-01 Metal

Connector Surface (2 pcs) 745E-02 Metal

Connector Vertical (2 pcs) 745E-05 Metal

Kit Suspension (2 pcs) 745C-01 Metal

Compatible / Compatible / Compatible LED Strip          LED Strip         

Accesorios / Accessories / Accessoires

IP65IP20

Bare

52

18,7 18,7 70

55

32



www.jisoiluminacion.com

Ficha Técnica / Data Sheet / Fiche Technique

Documentos / Documents  / Des documents

http://www.jisoiluminacion.es/Instrucciones/742P_I.pdf

Instrucciones de Instalación / Installation Instructions / Instructions d’Installation


