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Ref.

7430. Cantabria

Coleccién / Collection / Collection

Technical Indoor. PRO Professional

Descripcion / Description / Description

Caractéristiques de la Luminaire

Disipador de calor. 2 metros de longitud
2 meters length alum. heat dissipator
Dissipateur thermique. 2 métres de long

Caracteristicas Luminaria / Light Data Sheet /

Material / Material / Matériau

Aluminio Anodizado / Anodized
Aluminium / Aluminium Anodisé

Colores / Colours / Couleurs

Aluminio / Aluminium / Aluminium

Instalacion / Installation /

Empotrable Pared&Techo / Recessed
Wall&Ceiling / Encastré Mur&Plafond

57 IP 44
= - Garantia / Warranty / Garantie o
Aluminium / Metal Components
(i 14,9 10 3o i
Wom PC /Plastic Components
<« >
20

Peso / Weight / Poids

Cantidad / Pieces / Quantité

1P
44

2 @ ris CE

Accesorios / Accessories / Accessoires

Cover

7430D-02 Frosted PC.
Light transmission 65%

End Caps Without Hole

7430T-01-04 Plastic

End Caps With Hole

7430T-02-04 Plastic

Compatible / Compatible / Compatible LED Strip LED Strip Acc Strip
HC90028
Bare HC90050
. : HC900R50
IP20 IP65 HC90TW28
HC90RGBW
HC800
HC800TW
nl)

Documentos / Documents / Des documents

Instrucciones de Instalacién / Installation Instructions / Instructions d’Installation

http://www.jisoiluminacion.es/Instrucciones/7430P_I.pdf
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https://www.jisoiluminacion.com/wp-content/uploads/jiso/productos/2.-Instrucciones_Producto/INDOOR/ES/7430P_I.pdf

